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Programming & Read-back Specifications (with sense wires used) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

3U Models (10V-30V) 3U Models (40V-1000V) 6U Models (60V-600V) 
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Power 
6U Ripple & Noise 

rms p-p 
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3U Case (10-30V) 
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3U Case (40-1000V) 
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6U Case (60-600V) 



 
 
 

SGe Series 4-150 kW 
 
 
 

Environmental 
Operating Temperature 0 to 50° C 

Storage Temperature -25° C to 65° C 

Humidity Range Relative humidity up to 95% non-condensing, 0° C - 50° C 

Altitude Operating full power available up to 5,000 ft.(~1,500 m), derate 10% of full power for every 1,000 feet higher; non-operating 
to 40,000 ft. (~12,000 m) 

Cooling Front and side air inlet, rear exhaust. Temperature controlled, variable speed fans. Units may be stacked without spacing. 

Regulatory Certified to UL/CSA 61010 and IEC/EN 61010-1 by a NRTL, CE Compliant, Semi-F47 Compliant. 
LVD Categories: Installation Category II: Pollution Degree 2; Class II Equipment: for Indoor Use Only, back panel not user accessible 

(see user manual for installation instructions) 
EMC Directive, EN 61326:1998 

Front Panel Dust Filter 30 PPI (Pores Per Inch) - must ensure adequate airflow and/ or derate max temperature. Option on 3U unit only. 
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SGe 100 X 150 C - 1A AA AA 

 
 
 

Voltage 

4 - 15kW= “X” 
20- 30kW=“/” 

                                    Current 

 
Modifications 

Process Options 

Remote Control Options 
 

         Input Voltage Options 

(In the above example “100” represents 100V and “150” represents 150A. For units with voltage or current >= 
1000, the values are represented by the format “XKX”, e.g.  1K2 = 1200 and 1K0 = 1000) 
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