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EX1200-4264 Dual 2 x 32 Two-Wire/Single 2 x 64 Two-Wire Matrix

RELAY TYPE
CONFIGURATIONS
MAXIMUM SWITCHING VOLTAGE
MAXIMUM SWITCHING CURRENT
MAXIMUM SWITCHING POWER
PATH RESISTANCE
INSULATION RESISTANCE
MAXIMUM THERMAL OFFSET
BANDWIDTH (-3 dB)
CAPACITANCE
Open channel
Channel-mainframe
High-low
CROSSTALK (TYPICAL)
1 MHz
10 MHz
ISOLATION (TYPICAL)
1 MHz
10 MHz
RATED SWITCH OPERATIONS
Mechanical
Electrical
SWITCHING TIME
CONNECTOR TYPE

Electromechanical, fail-safe

Dual 2 x 32 two wire, single 2 x 64 two wire
300 VAC, 300 V DC

2A

60 W DC, 62.5 VA

<500 mQ

>1x10°Q

<10 pv

45 MHz typical

< 50 pF
< 80 pF
< 50 pF

<-70dB
<-50dB

<-60dB
<-50dB

1x 107
5 x 10° at full load
<10 ms
104-pin

Dual 2 x 32 two-wire matrix, 300 V/2 A

Strain relief bracket (includes connector, recommended accessory)
Strain relief bracket kit (without connector)

Crimp pin (includes 100 crimp pins)

Mating connector (one per board)

Crimp tool (DIN)

Extraction tool (DIN)

160-pin, unterminated cable assembly, 3 ft



