EX1200-7100

DC-26 GHZ MICROWAVE SWITCH
CARRIER & RELAY DRIVER

[Instruments



9-4
-
£-4d
I
z-94
-
[REC]
-
wo) - 4 b 4 ?
- L
NOILISOd-1LIN
T..EEQEL + H + } %0 4t
_ Uk F i
! Z#Mod - 4 -4 ul L=
o - Y Y Y
e L [ ] [ .

/ v #Mod - 4 I [ 7
| 1S 1 O} ol i YO
, JVU‘ A
. 1O UM PBUOHOW PUD POX

\u:ca‘umy/ ﬁ\
I

HOLIMS H34SNVHL 1ads

19AUQ ADSY % JSIIDD YDHMS SADMOIDIN ZHS 92-0a 001 /-0021X3 19AQ AD|SY % JBIIDD YOUMS SAOMOIDIN ZHD 92-0a 001 /-00Z1X3




EX1200-7100 DC-26 GHz Microwave Switch Carrier & Relay Driver

AVERAGE POWER PER CHANNEL 40 W @ 26.5 GHz
SWITCHING TIME <15 ms
RF IMPEDANCE 50 Q
ISOLATION (dB MIN)
DC-3 GHz 80 dB
3-8 GHz 70 dB
8-12.4 GHz 60 dB
12.4-18 GHz 60 dB
18-26.5 GHz 45 dB
INSERTION LOSS (dB MAX)
DC-3 GHz 0.2dB
3-8 GHz 0.3dB
8-12.4 GHz 0.4 dB
12.4-18 GHz 0.5dB
18-26.5 GHz 0.7dB
VSWR MIN
DC-3 GHz 1.2:11
3-8 GHz 1.3:1
8-12.4 GHz 1.4:1
12.4-18 GHz 1.5:1
18-26.5 GHz 1.7:1
CONNECTOR TYPE SMA

DC-26 GHz microwave switch carrier & relay driver
Dual (SPDT) 26.5 GHz relay (unterminated)

SPA4T 26.5 GHz relay (unterminated)

SP6T 26.5 GHz relay (unterminated)

26.5 GHz transfer switch (unterminated)



