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CHANNEL COUNT
EX1200-5002
EX1200-5007
MAXIMUM SWITCHING VOLTAGE
MAXIMUM SWITCHING CURRENT
MAXIMUM SWITCHING POWER?
MINIMYM CONTACT RATING?
RATED SWITCH OPERATIONS
Mechanical
Electrical
SWITCHING TIME
PATH RESISTANCE
INSULATION RESISTANCE

MAXIMUM THERMAL OFFSET PER CHANNEL (HI-LO)

CAPACITANCE
EX1200-5002
Open channel
Channel-mainframe
High-low
EX1200-5007
Open channel
Channel-mainframe
High-low
BANDWIDTH (-3 dB)
EX1200-5002
EX1200-5007
CROSSTALK (TYPICAL)
100 kHz
1MHz
ISOLATION (TYPICAL)
100 kHz
10 MHz
CONNECTOR TYPE

EX1200-5002 / EX1200-5007 32-Channel 2 A Form C SPDT Switch / 12-Channel 2 A Form C SPDT Switch

32 SPDT

12 SPDT

300V DC, 300 VAC rms
2A

60 W DC, 125 VA

10 mV DC, 10 pA (resistive)

1 x 108 (no load)

1x108 @50V DC, 0.1 A (resistive) or 10 V DC, 10 mA (resistive)
<3ms

<300 mQ

>1x10°Q

<1puv

<50 pF
< 250 pF
<120 pF

<50 pF
< 80 pF
<50 pF

40 MHz (typical)
80 MHz (typical)

<-80dB
<-60dB

<-50dB
<-45dB
104-pin

32-channel 300 V/2 A SPDT switch
12-channel 300 V/2 A SPDT Switch

104-pin HD D-sub mating connector and backshell, with 3 ft unterminated 22 AWG wire
104-pin HD D-sub mating connector with hood and pins, fixed contacts (no crimp tool required)
104-pin HD D-sub mating connector, backshell and pins, crimp style

Crimp tooling, includes handle and positioner, 22 AWG

EX1200-TB104SE, single-ended module (EX1200-5002 only)



